Fundamental properties of zinc-blende AlSb, BSb and their 
Al_{1-x}B_xSb ternary alloys

K. Boubendir\textsuperscript{a,b,c}, S. Bendair\textsuperscript{b}, O. Nemiri\textsuperscript{b}, A. Boumaza\textsuperscript{b}, H. Meradj\textsuperscript{b}, S. Ghemidi\textsuperscript{b}, F. El Haj Hassan\textsuperscript{c}

\textsuperscript{a} Research Center in Industrial Technologies CRT, P.O. Box 64, Cheraga 15014, Algiers, Algeria
\textsuperscript{b} Laboratoire LPR, Département de Physique, Faculté des Sciences, Université Badji Mokhtar, Annaba, Algeria
\textsuperscript{c} Laboratoire de Physique des Matériaux, Faculté des Sciences, Université, Libanaise, Elihadar, Beirut, Lebanon

\textbf{ARTICLE INFO}

\textbf{Article history:}
Received 17 April 2017
Accepted 1 May 2017

\textbf{Keywords:}
Electronic materials
Semiconductors
Structural materials
DFT
Electronic structure

\textbf{ABSTRACT}

The structural and electronic properties of the AlSb and BSb compounds and of the Al_{1-x}B_xSb ternary alloys are investigated using the full potential-linearized augmented plane wave method (FP-LAPW) based on density functional theory (DFT). The lattice constant of the Al_{1-x}B_xSb alloys exhibits a marginal deviation from Vegard’s law and a small deviation of the bulk modulus from linear concentration dependence (LCD) is found. The composition dependence of the energy band gap is non-linear. The approach of Zunger and co-workers is used to explain the microscopic origins of the gap bowing. In order to investigate the thermodynamic stability of the alloys, the excess enthalpy of mixing $\Delta H_m$ is calculated as a function of the concentration $x$ and the phase diagram is deduced. The quasi-harmonic Debye model is applied to determine the thermal properties of the alloys up to 500 K.

\textcopyright 2017 The Physical Society of the Republic of China (Taiwan). Published by Elsevier B.V. All rights reserved.

1. Introduction

The antimony compounds were spotlighted due to the growing interest of researchers for their use as wide gap semiconductors. This is due to their physical properties, such as low electronic density, high thermal conductivity, wide band-gap and large resistivity\textsuperscript{[1]}. Boron compounds also have special physical properties, such as low ionicity\textsuperscript{[2–5]}, short bond length\textsuperscript{[6]}, hardness\textsuperscript{[5]}, high melting points\textsuperscript{[7]}, and wide band gaps\textsuperscript{[8]}. The different band gap bowings in antimony based III-V ternary alloys were calculated by Azizi et al.\textsuperscript{[9]}. To the best of our knowledge there have been no experimental or theoretical studies of the Al_{1-x}B_xSb ternary alloys. In this work, the structural and electronic properties for AlSb, BSb and their ternary alloys have been studied using the full potential linearized augmented plane wave (FP-LAPW) method.

The physical origin of the gap bowing has been studied\textsuperscript{[10]} using the Zunger approach. The thermodynamic stability of the Al_{1-x}B_xSb alloys was investigated by calculating the excess enthalpy of mixing $\Delta H_m$; the calculated phase diagram showed a broad miscibility gap with a high critical temperature. The thermal properties are calculated via the quasi-harmonic Debye model.

* Corresponding author.
E-mail address: khaldoun.boub@yaho.fr (K. Boubendir).

http://dx.doi.org/10.1016/j.cjph.2017.05.021
0577-9073/© 2017 The Physical Society of the Republic of China (Taiwan). Published by Elsevier B.V. All rights reserved.